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1. CONTRACTOR SHALL COMPLY WITH THE YEAR-ROUND CONTRACTOR SHALL COMPLY WITH THE YEAR-ROUND CONSTRUCTION BEST MANAGEMENT PRACTICES (BMP'S) AS PUBLISHED BY THE SANTA CLARA VALLEY URBAN RUNOFF POLLUTION PREVENTION PROGRAM. 2. CONTRACTOR SHALL COMPLY WITH SANTA CLARA COUNTY CONTRACTOR SHALL COMPLY WITH SANTA CLARA COUNTY ORDINANCE NO. NS-517.84 & NS-517.87 SECTION B11.5-16 "CONSTRUCTION SITE BEST MANAGEMENT PRACTICE UNDER NPDES PERMIT" 3. DRAINAGE PROTECTION DRAINAGE PROTECTION 3.1. CONTRACTOR SHALL INSTALL ULTRATECH 2'x4' CONTRACTOR SHALL INSTALL ULTRATECH 2'x4' INLET GUARD OR 2'x3' INLET GUARD, CURB STYLE, OR APPROVED EQUAL CONFORMING TO NPDES PERMIT, 40 CFR 122.26. BMP PROTECTION OF STORM DRAIN INLETS ARE REQUIRED WITHIN 100 FEET OF THE WORK ZONE. 4. CONSTRUCTION ENTRANCES AND PERIMETER CONSTRUCTION ENTRANCES AND PERIMETER 4.1. ESTABLISH AND MAINTAIN EFFECTIVE PERIMETER ESTABLISH AND MAINTAIN EFFECTIVE PERIMETER CONTROLS AND STABILIZE ALL CONSTRUCTION ENTRANCES AND EXITS TO SUFFICIENTLY CONTROL EROSION AND SEDIMENT DISCHARGES FROM SITE AND TRACKING OFF SITE.  4.2. SWEEP OR VACUUM ANY STREET TRACKING SWEEP OR VACUUM ANY STREET TRACKING IMMEDIATELY AND SECURE SEDIMENT SOURCE TO PREVENT TRACKING. NEVER HOSE DOWN STREETS TO CLEAN UP TRACKING. 5. GRADING AND EARTHWORK GRADING AND EARTHWORK 5.1. SCHEDULE GRADING AND EXCAVATION WORK DURING SCHEDULE GRADING AND EXCAVATION WORK DURING DRY WEATHER. 5.2. STABILIZE ALL DENUDED AREAS, INSTALL AND STABILIZE ALL DENUDED AREAS, INSTALL AND MAINTAIN TEMPORARY EROSION CONTROLS (SUCH AS EROSION CONTROL FABRIC OR BONDED FIBER MATRIX) UNTIL VEGETATION IS ESTABLISHED. 5.3. REMOVE EXISTING VEGETATION ONLY WHEN ABSOLUTE REMOVE EXISTING VEGETATION ONLY WHEN ABSOLUTE NECESSARY,, PLANT TEMPORARY VEGETATION FOR EROSION CONTROL ON SLOPES OR WHERE CONSTRUCTION IS NOT IMMEDIATELY PLANNED.  5.4. PREVENT SEDIMENT FROM MIGRATING OFFSITE AND PREVENT SEDIMENT FROM MIGRATING OFFSITE AND PROTECT STORM DRAIN INLETS, DRAINAGE COURSES AND STREAMS BY INSTALLING AND MAINTAINING APPROPRIATE BMPS( I.E. SILT FENCES, GRAVEL BAGS, FIBER ROLLS, TEMPORARY SWALES, ETC.) 5.5. KEEP EXCAVATED SOIL ON SITE AND TRANSFER IT KEEP EXCAVATED SOIL ON SITE AND TRANSFER IT TO DUMP TRUCKS ON SITE, NOT IN THE STREETS.  6. CONTAMINATED SOILS CONTAMINATED SOILS 6.1. IF ANY OF THE FOLLOWING CONDITIONS ARE IF ANY OF THE FOLLOWING CONDITIONS ARE OBSERVED, TEST FOR CONTAMINATION AND CONTACT THE REGIONAL WATER QUALITY CONTROL BOARD:  6.1.1. USUAL SOIL CONDITIONS, DISCOLORATION, OR USUAL SOIL CONDITIONS, DISCOLORATION, OR ODOR.  6.1.2. ABANDONED UNDERGROUND TANKS. ABANDONED UNDERGROUND TANKS. 6.1.3. ABANDONED WELLS ABANDONED WELLS 6.1.4. BURIED BARRELS, DEBRIS, OR TRASH. BURIED BARRELS, DEBRIS, OR TRASH. 6.2. THE ABOVE CONDITIONS ARE OBSERVED,DOCUMENT THE ABOVE CONDITIONS ARE OBSERVED,DOCUMENT ANY SIGNS OF POTENTIAL CONTAMINATION AND CLEARLY MARK THEM SO THEY ARE NOT DISTURBED BY CONSTRUCTION ACTIVITIES.
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7. LANDSCAPING LANDSCAPING 7.1. PROTECT STOCKPILED LANDSCAPING MATERIALS FROM PROTECT STOCKPILED LANDSCAPING MATERIALS FROM WIND AND RAIN BY STORING THEM UNDER TARPS ALL YEAR-ROUND. 7.2. STACK BAGGED MATERIAL ON PALLETS AND UNDER STACK BAGGED MATERIAL ON PALLETS AND UNDER COVER.  7.3. DISCONTINUE APPLICATION OF ANY ERODIBLE DISCONTINUE APPLICATION OF ANY ERODIBLE LANDSCAPE  MATERIAL WITHIN 2 DAYS BEFORE A FORECAST RAIN EVENT OR DURING WET WEATHER. 8. DEWATERING DEWATERING 8.1. DISCHARGES OF GROUNDWATER OR CAPTURED RUNOFF DISCHARGES OF GROUNDWATER OR CAPTURED RUNOFF FROM DEWATERING OPERATIONS MUST BE PROPERLY MANAGED AND DISPOSED. WHEN POSSIBLE, SEND DEWATERING DISCHARGE TO LANDSCAPED AREA OR SANITARY SEWER, CALL YOU LOCAL WASTEWATER TREATMENT PLANT. 8.2. DIVERT RUN-ON WATER FROM OFFSITE AWAY FROM DIVERT RUN-ON WATER FROM OFFSITE AWAY FROM ALL DISTURBED AREAS. 8.3. WHEN DEWATERING, NOTIFY AND OBTAIN APPROVAL WHEN DEWATERING, NOTIFY AND OBTAIN APPROVAL FROM THE LOCAL MUNICIPALITY BEFORE DISCHARGING WATER TO A STREET GUTTER OR STORM DRAIN. FILTRATION OR DIVERSION THROUGH A BASIN, TANK, OR SEDIMENT TRAP MAY BE REQUIRED.  8.4. IN AREAS OF KNOWN OR SUSPECTED CONTAMINATION, IN AREAS OF KNOWN OR SUSPECTED CONTAMINATION, CALL YOUR LOCAL AGENCY TO DETERMINE WHETHER THE GROUND WATER MUST BE TESTED. PUMPED GROUNDWATER MAY NEED TO BE COLLECTED AND HAULED OFF-SITE FOR TREATMENT AND PROPER DISPOSAL. 9. CONCRETE MANAGEMENT CONCRETE MANAGEMENT 9.1. STORE BOTH DRY AND WET MATERIALS UNDER COVER, STORE BOTH DRY AND WET MATERIALS UNDER COVER, PROTECTED FROM RAINFALL AND RUNOFF AND AWAY FROM STORM DRAINS OR WATERWAYS. STORE MATERIALS OFF THE GROUND, ON PALLETS. PROTECT DRY MATERIALS FROM WIND. 9.2. WASH DOWN EXPOSED AGGREGATE CONCRETE ONLY WASH DOWN EXPOSED AGGREGATE CONCRETE ONLY WHEN THE WASH CAN (1) FLOW ONTO A DIRT AREA; (2) DRAIN ONTO A BERMED SURFACE FROM WHICH IT CAN BE PUMPED AND DISPOSED OF PROPERLY; OR (3) BLOCK ANY STORM DRAIN INLETS AND VACUUM WASHWATER FROM THE GUTTER. IF POSSIBLE, SWEEP FIRST. 9.3. WASH OUT CONCRETE EQUIPMENT/TRUCKS OFFSITE OR WASH OUT CONCRETE EQUIPMENT/TRUCKS OFFSITE OR IN A DESIGNATED WASHOUT AREA ONSITE, WHERE THE WATER WILL FLOW INTO A TEMPORARY WASTE PIT, AND MAKE SURE WASH WATER DOES NOT LEACH INTO THE UNDERLYING SOIL. (SEE CASQA CONSTRUCTION BMP HANDBOOK FOR PROPERLY DESIGNED CONCRETE WASHOUTS.)
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10. PAVING PAVING 10.1. AVOID PAVING AND SEAL COATING IN WET AVOID PAVING AND SEAL COATING IN WET WEATHER OR WHEN RAIN IS FORECAST, TO PREVENT MATERIALS THAT HAVE NOT CURED FROM CONTACTING STORMWATER RUNOFF.  10.2. COVER STORM DRAIN INLETS AND MANHOLES WHEN COVER STORM DRAIN INLETS AND MANHOLES WHEN APPLYING SEAL COAT, SLURRY SEAL, FOG SEAL, OR SIMILAR MATERIALS.  10.3. COLLECT AND RECYCLE OR PROPERLY DISPOSE OF COLLECT AND RECYCLE OR PROPERLY DISPOSE OF EXCESS ABRASIVE GRAVEL OR SAND. DO NOT  SWEEP OR WASH IT INTO GUTTERS. 10.4. SAWCUTTING & ASPHALT/ CONCRETE REMOVAL SAWCUTTING & ASPHALT/ CONCRETE REMOVAL 10.5. PROTECT STORM DRAIN INLETS DURING SAW PROTECT STORM DRAIN INLETS DURING SAW CUTTING. 10.6. IF SAW CUT SLURRY ENTERS A CATCH BASIN, IF SAW CUT SLURRY ENTERS A CATCH BASIN, CLEAN IT UP IMMEDIATELY. 10.7. SHOVEL OR VACUUM SAW CUT SLURRY DEPOSITS SHOVEL OR VACUUM SAW CUT SLURRY DEPOSITS AND REMOVE FROM THE SITE. WHEN MAKING SAW CUTS, USE AS LITTLE WATER AS 11. PAINTING CLEANUP AND REMOVAL  PAINTING CLEANUP AND REMOVAL  11.1. NEVER CLEAN BRUSHES OR RINSE PAINT NEVER CLEAN BRUSHES OR RINSE PAINT CONTAINERS INTO A STREET, GUTTER, STORM DRAIN, OR STREAM.  11.2. FOR WATER-BASED PAINTS, PAINT OUT BRUSHES FOR WATER-BASED PAINTS, PAINT OUT BRUSHES TO THE EXTENT POSSIBLE, AND RINSE INTO A DRAIN, THAT GOES TO THE SANITARY SEWER. NEVER POUR PAINT DOWN A STORM DRAIN.  11.3. FOR OIL-BASED PAINTS, PAINT OUT BRUSHES TO FOR OIL-BASED PAINTS, PAINT OUT BRUSHES TO THE EXTENT POSSIBLE AND CLEAN WITH THINNER OR SOLVENT IN A PROPER CONTAINER. FILTER AND REUSE THINNERS AND SOLVENTS. DISPOSE OF EXCESS LIQUIDS AS HAZARDOUS WASTE. 11.4. SWEEP UP OR COLLECT PAINT CHIPS AND DUST SWEEP UP OR COLLECT PAINT CHIPS AND DUST FROM NON-HAZARDOUS DRY STRIPPING AND SAND BLASTING INTO PLASTIC DROP CLOTHS AND DISPOSE OF AS TRASH.  11.5. CHEMICAL PAINT STRIPPING RESIDUE AND CHIPS CHEMICAL PAINT STRIPPING RESIDUE AND CHIPS AND DUST FROM MARINE PAINTS OR PAINTS CONTAINING LEAD, MERCURY, OR TRIBUTYLTIN MUST BE DISPOSED OF AS HAZARDOUS WASTE. LEAD BASED PAINT REMOVAL REQUIRES A STATE-CERTIFIED CONTRACT.
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12. SPILL PREVENTION AND CONTROL SPILL PREVENTION AND CONTROL 12.1. KEEP SPILL CLEANUP MATERIALS (E.G., KEEP SPILL CLEANUP MATERIALS (E.G., RAGS, ABSORBENTS AND CAT LITTER) AVAILABLE AT THE CONSTRUCTION SITE AT ALL TIMES. 12.2. MAINTAIN ALL VEHICLES AND HEAVY MAINTAIN ALL VEHICLES AND HEAVY EQUIPMENT. INSPECT FREQUENTLY FOR AND REPAIR LEAKS. USE DRIP PANS TO CATCH LEAKS UNTIL REPAIRS ARE MADE.  12.3. CLEAN UP LEAKS, DRIPS AND OTHER SPILLS CLEAN UP LEAKS, DRIPS AND OTHER SPILLS IMMEDIATELY AND DISPOSE OF CLEANUP MATERIALS PROPERLY.  12.4. USE DRY CLEANUP METHODS WHENEVER USE DRY CLEANUP METHODS WHENEVER POSSIBLE (ABSORBENT MATERIALS, CAT LITTER AND/OR RAGS). 12.5. SWEEP UP SPILLED DRY MATERIALS SWEEP UP SPILLED DRY MATERIALS IMMEDIATELY. NEVER ATTEMPT TO "WASH THEM AWAY" WITH WATER, OR BURY THEM.  12.6. CLEAN UP SPILLS ON DIRT AREAS BY DIGGING CLEAN UP SPILLS ON DIRT AREAS BY DIGGING UP AND PROPERLY DISPOSING OF CONTAMINATED SOIL. 12.7. REPORT SIGNIFICANT SPILLS TO THE REPORT SIGNIFICANT SPILLS TO THE APPROPRIATE LOCAL SPILL RESPONSE AGENCIES IMMEDIATELY. IF THE SPILL POSES A SIGNIFICANT HAZARD TO HUMAN HEALTH AND SAFETY, PROPERTY OR THE ENVIRONMENT, YOU MUST REPORT IT TO THE STATE OFFICE OF EMERGENCY SERVICES. 1(800)852-7550 (24 HOURS) 13. MAINTENANCE AND PARKING  MAINTENANCE AND PARKING  13.1. DESIGNATE AN AREA OF THE CONSTRUCTION DESIGNATE AN AREA OF THE CONSTRUCTION SITE, WELL AWAY FROM STREAM OR STORM DRAIN INLETS AND FITTED  WITH APPROPRIATE BMPS, FOR AUTO AND EQUIPMENT PARKING, AND STORAGE. 13.2. PERFORM MAJOR MAINTENANCE, REPAIR JOBS, PERFORM MAJOR MAINTENANCE, REPAIR JOBS, AND VEHICLE AND EQUIPMENT WASHING OFF SITE.  13.3. IF REFUELING OR VEHICLE MAINTENANCE MUST IF REFUELING OR VEHICLE MAINTENANCE MUST BE DONE ONSITE, WORK IN A BERMED AREA AWAY FROM STORM DRAINS AND OVER A DRIP PAN OR DROP CLOTHS BIG ENOUGH TO COLLECT FLUIDS. RECYCLE OR DISPOSE OF FLUIDS AS HAZARDOUS WASTE.  13.4. IF VEHICLE OR EQUIPMENT CLEANING MUST BE IF VEHICLE OR EQUIPMENT CLEANING MUST BE DONE ONSITE, CLEAN WITH WATER ONLY IN A BERMED AREA THAT WILL NOT ALLOW RINSE WATER TO RUN INTO GUTTERS, STREETS, STORM DRAINS, OR SURFACE WATERS.  13.5. DO NOT CLEAN VEHICLE OR EQUIPMENT ONSITE DO NOT CLEAN VEHICLE OR EQUIPMENT ONSITE USING SOAPS, SOLVENTS, DEGREASES, OR STEAM CLEANING EQUIPMENT, AND DO NOT USE DIESEL OIL TO LUBRICATE EQUIPMENT OR PARTS ONSITE. 
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14. WASTE MANAGEMENT WASTE MANAGEMENT 14.1. COVER AND MAINTAIN DUMPSTERS. CHECK COVER AND MAINTAIN DUMPSTERS. CHECK FREQUENTLY FOR LEAKS. PLACE DUMPSTERS UNDER ROOFS OR COVER WITH TARPS OR PLASTIC SHEETING SECURED AROUND THE OUTSIDE OF THE DUMPSTER. A PLASTIC LINER IS RECOMMENDED TO PREVENT LEAKS. NEVER CLEAN OUT A DUMPSTER BY HOSING IT DOWN ON THE CONSTRUCTION SITE. 14.2. PLACE PORTABLE TOILETS AWAY FROM STORM PLACE PORTABLE TOILETS AWAY FROM STORM DRAINS. MAKE SURE THEY ARE IN GOOD WORKING ORDER. CHECK FREQUENTLY FOR LEAKS. 14.3. DISPOSE OF ALL WASTES AND DEMOLITION DISPOSE OF ALL WASTES AND DEMOLITION DEBRIS PROPERLY. RECYCLE MATERIALS AND WASTES THAT CAN BE RECYCLED, INCLUDING SOLVENTS, WATER-BASED PAINTS, VEHICLE FLUIDS, BROKEN ASPHALT AND CONCRETE, WOOD, AND CLEARED VEGETATION. 14.4. DISPOSE OF LIQUID RESIDUES FROM PAINTS, DISPOSE OF LIQUID RESIDUES FROM PAINTS, THINNERS, SOLVENTS, GLUES, AND CLEANING FLUIDS AS HAZARDOUS WASTE. 14.5. KEEP SITE FREE OF LITTER(E.G. LUNCH ITEMS, KEEP SITE FREE OF LITTER(E.G. LUNCH ITEMS, CIGARETTE BUTTS).  14.6. PREVENT LITTER FROM UNCOVERED LOADS BY PREVENT LITTER FROM UNCOVERED LOADS BY COVERING LOADS THAT ARE BEING TRANSPORTED TO AND FROM SITE. 15.  NON- HAZARDOUS MATERIALS  NON- HAZARDOUS MATERIALS 15.1. BERM AND COVER STOCKPILES OF SAND, DIRT OR BERM AND COVER STOCKPILES OF SAND, DIRT OR OTHER CONSTRUCTION MATERIAL WITH TARPS WHEN RAIN IS FORECAST OR WHEN THEY ARE NOT IN USE.  15.2. USE (BUT DON'T OVERUSE) RECLAIMED WATER USE (BUT DON'T OVERUSE) RECLAIMED WATER FOR DUST CONTROL.  15.3. ENSURE DUST CONTROL WATER DOESN'T LEAVE ENSURE DUST CONTROL WATER DOESN'T LEAVE SITE OR DISCHARGE TO STORM DRAINS. 16. HAZARDOUS MATERIALS HAZARDOUS MATERIALS 16.1. LABEL ALL HAZARDOUS MATERIALS AND LABEL ALL HAZARDOUS MATERIALS AND HAZARDOUS WASTES(SUCH AS PESTICIDES, PAINTS, THINNERS, SOLVENTS, FUEL, OIL, AND ANTIFREEZE)IN ACCORDANCE WITH CITY, COUNTY, STATE, AND FEDERAL REGULATIONS.  16.2. STORE HAZARDOUS MATERIALS AND WASTES IN STORE HAZARDOUS MATERIALS AND WASTES IN WATER TIGHT CONTAINERS, STORE IN APPROPRIATE SECONDARY CONTAINMENT, AND COVER THEM AT THE END OF EVERY WORK DAY OR DURING WET WEATHER OR WHEN RAIN IS FORECAST. 16.3. FOLLOW MANUFACTURE'S APPLICATION FOLLOW MANUFACTURE'S APPLICATION INSTRUCTIONS FOR HAZARDOUS MATERIALS AND DO NOT USE MORE THAN NECESSARY. DO NOT APPLY CHEMICALS OUTDOORS WHEN RAIN IS FORECAST WITHIN 24 HOURS.  16.4. ARRANGE FOR APPROPRIATE DISPOSAL OF ALL ARRANGE FOR APPROPRIATE DISPOSAL OF ALL HAZARDOUS WASTES.  
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